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(ii) Approves the use of alternatives
to any monitoring requirements or pro-
cedures.

(2) If the Administrator finds reason-
able grounds to dispute the results ob-
tained by an alternative monitoring
method, the Administrator may re-
quire the monitoring requirements and
procedures specified in this part.

[50 FR 46293, Nov. 7, 1985]

§61.15 Modification.

(a) Except as provided under para-
graph (d) of this section, any physical
or operational change to a stationary
source which results in an increase in
the rate of emission to the atmosphere
of a hazardous pollutant to which a
standard applies shall be considered a
modification.

(b) Upon modification, an existing
source shall become a new source for
each hazardous pollutant for which the
rate of emission to the atmosphere in-
creases and to which a standard ap-
plies.

(c) Emission rate shall be expressed
as kg/hr of any hazardous pollutant
discharged into the atmosphere for
which a standard is applicable. The Ad-
ministrator shall use the following to
determine the emission rate:

(1) Emission factors as specified in
the background information document
(BID) for the applicable standard, or in
the latest issue of ‘‘Compilation of Air
Pollutant Emission Factors,” EPA
Publication No. AP-42, or other emis-
sion factors determined by the Admin-
istrator to be superior to AP-42 emis-
sion factors, in cases where use of
emission factors demonstrates that the
emission rate will clearly increase or
clearly not increase as a result of the
physical or operational change.

(2) Material balances, monitoring
data, or manual emission tests in cases
where use of emission factors, as ref-
erenced in paragraph (c)(1) of this sec-
tion, does not demonstrate to the Ad-
ministrator’s satisfaction that the
emission rate will clearly increase or
clearly not increase as a result of the
physical or operational change, or
where an interested person dem-
onstrates to the Administrator’s satis-
faction that there are reasonable
grounds to dispute the result obtained
by the Administrator using emission
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factors. When the emission rate is
based on results from manual emission
tests or monitoring data, the proce-
dures specified in appendix C of 40 CFR
part 60 shall be used to determine
whether an increase in emission rate
has occurred. Tests shall be conducted
under such conditions as the Adminis-
trator shall specify to the owner or op-
erator. At least three test runs must be
conducted before and at least three
after the physical or operational
change. If the Administrator approves,
the results of the emission tests re-
quired in §61.13(a) may be used for the
test runs to be conducted before the
physical or operational change. All op-
erating parameters which may affect
emissions must be held constant to the
maximum degree feasible for all test
runs.

(d) The following shall not, by them-
selves, be considered modifications
under this part:

(1) Maintenance, repair, and replace-
ment which the Administrator deter-
mines to be routine for a source cat-
egory.

(2) An increase in production rate of
a stationary source, if that increase
can be accomplished without a capital
expenditure on the stationary source.

(3) An increase in the hours of oper-
ation.

(4) Any conversion to coal that meets
the requirements specified in section
111(a)(8) of the Act.

(5) The relocation or change in own-
ership of a stationary source. However,
such activities must be reported in ac-
cordance with §61.10(c).

[50 FR 46294, Nov. 7, 1985]

§61.16 Availability of information.

The availability to the public of in-
formation provided to, or otherwise ob-
tained by, the Administrator under
this part shall be governed by part 2 of
this chapter.

[38 FR 8826, Apr. 6, 1973. Redesignated at 50
FR 46294, Nov. 7, 1985]

§61.17 State authority.

(a) This part shall not be construed
to preclude any State or political sub-
division thereof from—

(1) Adopting and enforcing any emis-
sion limiting regulation applicable to a
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stationary source, provided that such
emission limiting regulation is not less
stringent than the standards prescribed
under this part; or

(2) Requiring the owner or operator
of a stationary source to obtain per-
mits, licenses, or approvals prior to ini-
tiating construction, modification, or
operation of the source.

[50 FR 46294, Nov. 7, 1985]

§61.18 Incorporations by reference.

The materials listed below are incor-
porated by reference in the cor-
responding sections noted. These
incorporations by reference were ap-
proved by the Director of the Federal
Register in accordance with 5 U.S.C.
562(a) and 1 CFR part 51. These mate-
rials are incorporated as they exist on
the date of the approval, and a notice
of any change in these materials will
be published in the FEDERAL REGISTER.
The materials are available for inspec-
tion at the corresponding address noted
below, and at U.S. EPA’s Air Docket at
1200 Pennsylvania Avenue, NW, Wash-
ington, DC 20460, or at the National Ar-
chives and Records Administration
(NARA). For information on the avail-
ability of this material at NARA, call
202-741-6030, or go to: hitp://
www.archives.gov/federal register/
code of federal regulations/
ibr _locations.html.

(a) The following materials are avail-
able for purchase from at least one of
the following addresses: American So-
ciety for Testing and Materials
(ASTM) International, 100 Barr Harbor
Drive, P.O. Box C700, West
Conshohocken, PA, 19428-2959; or Uni-
versity Microfilms International, 300
North Zeeb Road, Ann Arbor, MI 48106.

(1) ASTM D737-75, Standard Test
Method for Air Permeability of Textile
Fabrics, incorporation by reference
(IBR) approved January 27, 1983 for
§61.23(a).

(2) ASTM D835-85, Standard Speci-
fication for Refined Benzene-485, IBR
approved September 14, 1989 for
§61.270(a).

(3) ASTM D836-84, Standard Speci-
fication for Industrial Grade Benzene,
IBR approved September 14, 1989 for
§61.270(a).

(4) ASTM D1193-77, 91, Standard
Specification for Reagent Water, IBR
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approved for appendix B: Method 101,
Section 7.1.1; Method 101A, Section
7.1.1; and Method 104, Section 17.1;
Method 108, Section 7.1.3; Method 108A,
Section 7.1.1; Method 108B, Section
7.1.1; Method 108C, Section 7.1.1; and
Method 111, Section 7.3.

(5) ASTM D2267-68, 78, 88, Standard
Test Method for Aromatics in Light
Naphthas and Aviation Gasoline by
Gas Chromatography, IBR approved
September 30, 1986, for §61.67(h)(1).

(6) ASTM D2359-85a, 93, Standard
Specification for Refined Benzene-535,
IBR approved September 14, 1989 for
§61.270(a).

(7) ASTM D2382-76, 88, Heat of Com-
bustion of Hydrocarbon Fuels by Bomb
Calorimeter (High-Precision Method),
IBR approved June 6, 1984 for
§61.245(e)(3).

(8) ASTM D2504-67, 77, 88 (Reapproved
1993), Noncondensable Gases in C; and
Lighter Hydrocarbon Products by Gas
Chromatography, IBR approved June 6,
1984 for §61.245(e)(3).

(9) ASTM D2879-83, Standard Test
Method for Vapor Pressure—Tempera-
ture Relationship and Initial Decompo-
sition Temperature of Liquids by
Isoteniscope, IBR approved December
14, 2000 for §61.241.

(10) ASTM D2986-71, 78, 95a, Standard
Method for Evaluation of Air, Assay
Media by the Monodisperse DOP
(Dioctyl Phthalate) Smoke Test, IBR
approved for appendix B: Method 103,
Section 6.1.3.

(11) ASTM D4420-94, Standard Test
Method for Determination of Aro-
matics in Finished Gasoline by Gas
Chromatography, IBR approved for
§61.67(h)(1).

(12) ASTM D4734-87, 96, Standard
Specification for Refined Benzene-545,
IBR approved September 14, 1989 for
§61.270(a).

(13) ASTM D4809-95, Standard Test
Method for Heat of Combustion of Liqg-
uid Hydrocarbon Fuels by Bomb Calo-
rimeter (Precision Method), IBR ap-
proved for §61.245(e)(3).

(14) ASTM E50-82, 86, 90 (Reapproved
1995), Standard Practices for Apparatus
Reagents, and Safety Precautions for
Chemical Analysis of Metals, IBR ap-
proved for appendix B: Method 108C,
Section 6.1.4.



